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BOILER TUBE

INTRODUCTION

Since 1992 Salem Tube have been providing a complete
service to the Petrochemical Industry worldwide.

Boiler tube has now been added to our range and we have
around 600 tonnes available from stock for immediate supply.

All material is high quality and fully certified. We can
supply in cut lengths of bulged / swaged depending on
your requirements.

Our standard stock range starts at 38.1mm O/D (1.1/2”)
in both plains and stays up to 76.1mm O/D (3”) and can
offer deliveries throughout the UK and also worldwide.

CUTTING SERVICE

The stock is held in both 10.2 metre and 12.25 metre
lengths in the majority of the sizes. This enables us to
minimise wastage where specific cut lengths  are 
required. We can cut to an agreed tolerance and the
tubes are deburred.

BULGING AND SWAGING

We have installed new equipment which is capable of
both bulging and swaging from 38.1mm to 88.9mm.

We welcome any enquiries you may have for boiler tube
in any specification as we are continuing to add to our
range in both welded and seamless.
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STANDARD STOCK RANGE
BOILER & PRESSURE TUBE TO EN 10217-1 P235TR2 (BS3059 STEEL 320)

OD  Wall  OD  Wall Kg/m
in  in/gauge  mm  mm

1.1/2  10G  38.10  3.25  2.746

1.1/2  1/4  38.10  6.35  4.925

1.3/4  10G  44.50  3.25  3.259

1.3/4  1/4  44.50  6.3  5.935

1.29/32  10G  48.30  3.2  3.559

2  10G  50.80  3.2  3.772

2  9G  50.80  3.6  4.19

2  1/4  50.80  6.3  6.944

2.1/4  10G  57.10  3.2  4.245

2.1/4 9G  57.10  3.6  4.74

2.1/4  1/4  57.10  6.3  7.877

2.3/8  9G  60.30  3.6  5.033

2.3/8  6G  60.30  5  6.818

2.1/2  10G  63.50  3.2  4.758

2.1/2  9G  63.50  3.6  5.318

2.1/2  1/4  63.50  6.3  8.887

2.3/4  9G  70.00  3.6  5.895

2.3/4 1/4  70.00  6.3  9.896

3  9G  76.10  3.6  6.436

3  8G  76.10  4  7.112

3  1/4  76.10  6.3  10.844
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For Boiler Tube Enquiries:

Salem Tube International Ltd
Boiler Tube Division,
Abbey Mill Business Centre,
Seedhill, Glasgow

Tel: +44 (0) 141 8877952
Fax: +44 (0) 141 2583195
Mob: +44 (0) 7808 628250

kvallance@salemtube.net


